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DENO \. FOR 70 YEARS, INNOVATION
% HAS BEEN OUR TRADITION.

1910, the%ar DENON first started producing records and players, marked the beginning
of a DENOR,tradition that includes many of the audio industry’s most significantly
accomplishients. A direct-drive turntable in 1939. Moving-coil cartridges in 1951. And
the invention‘*gf commercial PCM recording system in 1972. To name just a few.

. It is no wonder that DENON is the prime supplier to the NHK, Japan's equivalent to the
' BBC.

The equipment shown in this brochure marks DENON’s 70th Anniversary as a
Professional Audio Brand. Every DENON item, from the accessories to the reference
electronics, represents the culmination of 70 years of experience in improving the
reproduction of recorded music.



POA-3000 “Class A" Power Amplifier

® Output stage delivers incredibly high 180W of “class-A" output
power per channel. ® DENON's newly patented “real bias circuit”
couples exceptionally high efficiency with high output power.

® Newly developed direct DC servo control circuit eliminates drift of
S RC off set voltage, while reducing noise and distortion.
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?PECIFICATIONS
Class A operation power amplifier
m power 250W + 25%0W B Q)
Qutput power: 1BOW per channel, min. AMS, both channel

driven, al B ohms from 20 Mz %o 20 kHz. no
more than 0.005% total harmonic distortion

Intermodulation distortion:
(80 H2T kHz 41 at rated outputy Less than 0.003%
bandwidth:

Fm 5 Hz2—100 kMz (T H.D. 0.02%)
Input sensitivitylimpedance: (‘%ﬁ L\*d

Output 1 kM2

w-:'m-f“ 200 (1 kHD)

Better than 122 dB (IHF-A)

SIN ratio.
Transmission characteristic: 1 M2-350 kMz 40, -34d8

Separation: Better than 100 dB (20 Hz—10 kH2)
Better than B5 0B (20 M2 20 kM2)

Slew rate: Better than +300Vius

Power supply: AC 120V 60 Mz or AC 220V 50 Hz

Power consumption: 1,300W (MAX.) IEC 570W UL

Dimensions: 485 (W) = 188 (M) = 458 (D) mm

Weight 34 kg
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-2000 “Non-NFB Equalizer” Pre Amplifier.

mMy developed “non-NFB real time.equalizer amplifier” . e
eliminates the time delay distortion inherent in the NFB-type pre- \\
amps. ® TIM distortion: 0.003%, IM distortion: 0.002%. ® DENONS"
real time flat amplifier achieves incredibly small RIAA deviation from
20 Hz to 100 kHz = 0.2 dB. ® Built-in MC cartridge head amplifier
with performance indentical to the DENON Model HA-1000.

SPECIFICATIONS
Type Non-NFB8 real time equalaer amplifier
© Equalizer amp. section (PHONO 1,2 REC OUT

Input sensitivity'impedance: 2.5mViS0Ka- PHONO-1

2.5mVI100Q, 502 PHONO-2

Max. allowable input: 3B0mMV (1 kH2)

Max. outputirated output: 23N S50mv

RIAA deviation: 20M2— 100kHz +0.208

®MC head amp. section (PHONO-3—REC OUT)
sensitivityimpedance:
Max. allowable input:

0.125mVN00Q: PHONO-3
19V (1 kM)

Total harmonic distortion: Less than 0.003% (20H2z—20kH2)

Frequency response: 20Hz—100kMz +0 298

SIN ratio: 79dB—157dB(V) (input noise level)
* Flat amp. section (AUX. IN~—PRE OUT)

~ Input sensitivitylim| goa

'R AUX. TAPE (PB-1,2¢ 150mVIS0Re
J\rmonic distortion: Less than 0.002% 20M2—20kMz

- Swewrbdulation distortion: Less than 0.002%

S/N ratio: Better than 10508

Frequency response: 1002 - 500xH2 + 0d8, -1¢B

(10Hz— 100kHz + 008, -0 108)

Subsonic filter 16H2, 120B/oct

Power supply AC 120V 60Mz or 220V 50Mz

Power consumption: 37TW (IEC), (UL)

Dimensions: A55(W) = 132(H) = 3S7{D)mm

Weight: 11kg
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PMA-950 “Class A” Integrated Amplifier

® High performance class A amplifier and this real bias circuit
ensures outstanding efficiency and high output power. ® Super
wide range equalizer amplifier achieves incredibly RIAA deviation

from 20 Hz — 100 kHz +0.2 dB.

® Capacitorless design for all

signal circuits from phono input to speaker output. ® Real drive
circuit reduces distortion during speaker drive by 1/50 @ Improving
S/N ratio and reduce distortion with direct DC servo circuit.

f)(o
2.%“:(0

SPECIFICATIONS

. Pg'tﬂ AMPLIFIER SECTION
Output power:

Intermodulation distortion
(B0 H2/7 kHz: 4/1 at rated output):

Power bandwidth
(both channels driven):
Frequency response (at 1W output)
Input sensitivity impedance:
Output impedance:
S/N ratio:
* PRE AMPLIFIER SECTION
Max. output/rated output:
Input sensitivity /impedance :

RIAA deviation:
/N ratio:

Tone control:

N Loxggess controt
\‘ Dimensions:

X N Weight:
N
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Al stage direct DC servo circuit class A operation

B5W per channel, min. RMS. both channe!
driven, at 8 ohms from 20 Hz 10 20 kHz,
no more than 0.01% total harmonic distortion

Less than 0.004%

5 Hz~ 100 kHz (T H.D.0.03%)
1 Hz—-250kHz +0, -3 dB
150 mV/40 k 0}

0.1 1 (1 kHD)

110 0B (1 HF-A)

10V/150 mV

PHONO 12MM: 25 mV/47 k2
1,.2MC: 125 ,NN1000

TUNER, AUX, TAPE 150 mV/40 k)

20Hz~100kMz £0.2dB

PHONO 1.2 MM: 90 dB linput 25 V)

MC.7
TUNER. AUX, TAPE noaa
BASS: 100 Hz =898
TREBLE 10 kHz +8 ¢8
18 Hz - 6 g8/oct
Low 100 Hz +7 dB
High 10 kHz +6 0B
AC 120V/80 Mz 265 W
or AC 220/240V. 50/60 Hz 510 W
AT0IW) x 1404H) x 4104Dimem
15kg

PMA-550 “Direct A” Integrated Amplifier

® Power stage with a non-switching direct servo circuit uses

DENON's zero cross linear bias

system 1o deliver a generous 100W

of output power per channel. ® Perfect RIAA characteristics over
20 Hz—100 kHz + 0.2 dB range. ® Direct DC servo circuit
eliminates capacitors from all signal curcuit to improve S/N ratio and

recuce distortion
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SPECIFICATIONS

. AMPLIFIER SECTION

Output power:

Intermodulation distortion

(80 M2/7 kHz 411 8t rated output):
Power bandwidth

(both channels driven):

DDDD - )

muaj

All stage direct DC servo circuit

100W per channel, min RMS, both channe!
drven, at 8 ohms from 20 Hz to 20 kHz
no more than 0.02% lotal harmonic distortion

Less than 0.008%

5 Hz—100 kHz (T.H.D. 0.035%)
1 Hz—400 kHz +0, -3d8
150mVI40 kQ

0191 kM2

1W0VI150 mv
PHONO 1 MM: 2 5mV/50 k@
2 MC: 125 W00 @
TUNER, AUX, TAPE 150mV/i40 k@
20 Hz—100 kHz +0.2 d8
PHONO 1 MM KJOB
2 MC: 73
TUNER, AUX, YAPE 1(! d8,
BASS: 100 Hz =8 0B
TREBLE 10 kM2 =8 0B
18 Mz - 6 dBioct
Low 100 Mz +70B
10 kHz + 608
120VI60 Hz 255W
ow AC 2207240V 50060 Hz 510W
434 (W) * 132 (H) = 407 (D} mm
13.5 kg



PMA-540 “Direct A, Real Drive Circuit”
Integrated Amplifier

® Non-switching power amplifier delivers 60 W+ 60 W power

output. ® Super equalizer amplifier provides a wide RIAA deviation

from 20 Hz — 100 kHz +0.2 dB. ® Real drive circuit reduces
distortion during speaker drive by 1/50. ® Newly developed real
time tone control circuit prevents deterioration in sound quality.

® Provided with A, B speaker system for individual ON OFF switch.

SPECIFICATIONS
’gu All stage awrect DC servo circuit
. WER AMPLIFIER SECTION
Output power: 65 W per channel, min. RMS, bath channe!
driven, at B ohms from 20 Hz to 20 kHz,
no more than 0.03% total harmonic distorton
Intermodulation distortion
(B0 Hz/7 kHz: 4/1 at rated oulpul):Less than 0.005%
Power bandwidth
(both channels driven): 4 Hz—100 KHz (THD. 0.1%)

Frequency response (at 1W oulput): 1.5 Hz—250kHz +0, -3 dB

Input un:g;llyllmpodmce: 150 mviao k l'l
Ou?n impedance : 008 11 (1 kH2
¢ PRE AMPLIFIER SECTION
Max. outpul/rated outpul: 10v/1 50 mv
Input sensitivity /impedance: PHONO MM: 2.5 mV/50 k (2
MC:0.25mV/100 1t
TUNER, AUX, TAPE: 150 mV/4D k 02
RIAA deviation: 20 Hz 100 kHz 0.2 0B

S/N ratio {IMF.A) PHONO MM. 88 0B
MC: 72d8
TUNER, AUX, TAPE 106 dB
BASS 100Hz +B4dB
TREBLE: 10 kMz +8 08
Subsonic filter: 18 Hz -6 dB/oct
control: Low 100Hz +7.5dB
High 10 kHz < 5 5 g8
Power supply, Power consumption: AC 120/80 Mz 200 W
of AC 220/240 V 50/60 Hz

Tone control:

Dsmensions:
Weight

434(W) % 112(4) x 3201I0)mm
97kg
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PMA-510 “High c/p Direct A” Pre-main Amplmer -

®Highly efficient non-switching power amplifier delivers large output

power of SOW per channel. ®Super equalizer amp and non-switching

power amp,

. R RL- Y g ._,.'.'. p
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SPECIFlCATIONS
All stage awect DC servo circuit
WER AMPLIFIER SECTION
Rll.d output
(Both channels driven):
20Hz=20kMz8 () S0W <+ 50w
1 kHz (4 1) TOW +TOW
Total harmonic distortion
20 Mz ~20 kMz Less than 0 00%%
Intermodulation distortion
(60 Hz/7 kHz: 4/1 at rated output): Less than 0 004%
Power bandwidth
(bolh channels driven): 5 Hz—B0 kHz {THD 0.1%|
requency resp 1Woutput): 4MHz—150kMz +0, IJdB
haui msltivlty/lmpoduu:o 180 mV/40 k)
Output impadan. 013 0
* PRE AMPLIFIER SECTION
Max. output /rated output: 10V/ 180 mV
Imput sensitivity impedance: PHONO MM: 2 5 mV/50 k {1
MC. 025 mV/100
TUNER AUX, TAPE 180 mV/40 k )
RIAA deviation: 20Hz—100 kHz +0.3 0B (MM)

/N ratio: PHONC MM BE dB
MC: 68 0B
TUNER, AUX_ TAPE: 104 0B

Tone control: BASS 100Hz +8dB
TREBLE: 10 kMz +84d8

Subsonic filter: 16 Hz 6 dB/oct

Loudness control: Low 100 Hz + 7.5 0B

High 10 kHz +5 598

AC 120V/60 Hz 1 30W

or AC 220/240V 50/60 Hz 385W
Dimensions: 434 (W) x 112 (H] x390 (D) mm
Waight: 92kg

Power supply, Power consumption:

2-stage pre-main amp equipped with direct DC servo cir-
cuit substantially imoroves S/N ratio while reducing distortion. ®Super
equalizer amplifier offers surprisingly wide range of reproduction.

TU-520 “Servo Locked” AM/FM Stereo Tuner

eNewly developed quardrature detector circuit ensures S/N ratio of
B84 dB. ®IF amplifier achieves high selectivity and low distortion with
three stages of ceramic filters, ®FM MPX stage employing a newly
developed low-noise PLL-MPX-IC provides high S/N ratio. ®Servo-
locked circuit built in for accurate, stable tuning. ®Signal tuning

system with LED's.

SPECIFICATION
FM section
Tuning trequenty: BE—108 MHz
Usable sensitivity: 1.7 4V 1984980
Effective selectivity 6508
S/N: Stereo 80 dB
Mono 84 g8
Total harmonic distortion: Swrec 0 06%
Mono 0.05%
Caplure ratio: 1048
AM suppression: 55 08
Image regction: 56 g8
IF rejection: 95 g8
Frequency response 20Hz—-15kHz +0.2dB. -1 S0B
Stereo separation S5¢B (1 kM2)
AM section
Tuning frequency: 525— 1,605 kHz
Usable sensitivity: 16 uV
TH.D. O.GQ
Power supply: AC 120V.60H2
or AC 220/240V 50/60 Mz
Power consumption: aw
Dimensions: 434 (W) x83 (H) x 300 (D) mm
Welght: 45kg

:600 “Class A Amplification,

hg;&ed Tuning” AM/FM Stereo Receiver

\\ O Nqn\swuchmg class A amplifier with large output power
QW + 60W. ® Quartz-PLL frequency synthesizer for accurate
~Mining. ® Built-in head ampiifier for MC type cartridge. ® Elegant
clean design
(ACA-3 side wooden Cabinet (optional)
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SPECIFICATIONS

® Power amplifier section v -
Noa-switching class A amplifier

ic power: 120 W+ 120W 4 Q)

Output power: G0W per channel, min. AMS, bath channe!
arven, at B ohms from 20 Hz 10 20 kHz,
no more than 0.08% total harmonic distortion

Intermodulation distortion: 0.03%

SIN ratio: 8208

:m bandwidth go Hrziz— 1% ::z (Tob; 0. 05%)

reqUency response 2 x

Input un:ithliyﬂmpodam: 25 mVidT kQ

Tone control: Bass 100 Hz+10 0B
Trable 10 kM2+10 dB

Loudness control: Low 100 Hz +8 B, High 10 kHz + 4 dB

Crosstalk: 7008

®FM section
Tuning frequency: 88108 MMz
sensitivity: 1.7 uV (9.8 087
Effective selectivity: 60 dB
S /N ratio: Stereo 70 dB, Mono 75 ¢B
Total harmonic distortion: Stereo 0.20%. Mong 0.15%
Frequency response: 2015000 Hz +9208
®AM section 15
Tunl 525—1 605 kHz
] 5308
Em selectivity: 048
b SIN ratlo: i%dta:o .
ower supply: y
or ‘.'I)A\ﬂ? 2200240 V. 5060 Hz

Power consumption: 1

Dimensions it 434 (W) = 112 (M) x 380 (D) mm

Woeight: 10 %g



DH-510 7'/ /15 IPS Half Track “True
Professional Performance” Tape Deck

® Qutstanding half track performance and stability enhanced a
direct drive capstan system, speed servo mechanism using a high
precision magnetic recording detection system and an innovative the heads. ® Double Dolby system further improves the
direct tension servo mechanism. ® Wide dynamic range amplifier performance of the 3-head system by eliminating tape hiss. ® Full
circuit, DC amplifiers are built into both the record and playback system far
wide frequency response
{ACA-10 side wooden cabinet is available)

DR-320 3-Head Tape Tension Servo System Stereo
Cassette Deck

® DENON's new tension servo system @ 3-head configuration, with
DENON'’s new tape transport system provides better tape contact to

SPECIFICATIONS

Type: 4-track, 2-channel, stereo

Heads Record/playback: F-alloy
Erase: Double gap ferrite

Motors g:zo%z OC servo motor

Wow and fiutter: Less than 0.04% wrms

Fast forward/Rewind ime Approx: 90 sec (C-60)

Hard permalioy
Feerite (Erase)

Overall S/N ratio:
Overall frequency response

More than 67 dB (DOLBY NR switch at ON)

Motors Coostarn: AC S81v0 Mok METAL tape 25Hz-21 kHz =308
ﬂo::‘&”ycu"om mo!:- 2 CrO, tape: 30 Hz— 20 kHz +3 0B
Wowlllutter: Less than 0.025% (38 cm) LH. tape A0Mz—-19 kMz +£3 dB
Less than 0.03% (19 cm) s‘r:slmlk: -65 08 (1 kH2)
I
Overall SIN ratio More than 66 d8 Microphone 0.35 mV/10 kN
Overall 3rd harmonic distortion ratio Less than 0.1% Line: 70 mV/80 k 1}
response wutput
38 cm/s 30 Hz—30 kHz =3 dB Line Zgi-l-;v (load impedance.
19 cm/s 20 Hz—2%5 KMz = 3 dB 0k0 ‘ -
BN-2k0)
Channel separstion More Power supply AC 120 V/60 Mz or
R——— 200/220/240 V, 50/60 Hz
Input Power consumption 25w
Microphone 0.2 mv, 50 k2 Qimensions (W « H x D), weight 434 x 117 x300 (mm), 7.0 kg
Line 61.5 mV, 100 kQ \\ g
E .
°'1'f:' 600 @ load 775 mV _\,.\ N\
Power supply: Power consumption: ¢ 120v 80 Hz O ﬁR240 Two Motor Stereo Cassette Deck
or AC 20062200240V, 50 Mz B5W > o
Dimensions: gohgm * 475 (H) » 210 (D) mm \\;\ o @ |C-full logic circuit, feather touch control system. ® 2-motor
m -~

) mechanism to drive the capstan and reel independently. ® Non slip
» reel drive system with stable take up torque and improved drability
.

o ® Cueing/reviewing and automatic cueing system. ® Large VU
gn-asg &Dl:::d Tape Tension Servo System Stereo meter and 3-color LED peak indication for proper level monitoring.
assette

(ACA-10 side wooden cabinet is available)
® DENON's new tension servo sensor maintains optimum tape
tension. ® F-alloy combination head offers wide frequency response
25 Hz — 21 kHz =3 dB, high sensitivity and low distortion. ® Quartz
locked PLL servo motor drives the capstan for higher tape transport
stability. ® Double Dolby noise reduction system.

\

SPECIFICATIONS
Type: 4-track. 2-channel, stereo
Meads: Record/playback Sendust
Erase: Double gap ferrite
Motors: Capstan: DC servo motor
Reel OC motor
Wow and futter: Less than O0.04% Wrms
Fast forward/Rewind time: Approx: 90 sec. (C-60)
Overall S/N ratio: More than 65 dB IDOLBY NR switch at ON)
Overall frequency response
SPECIFICATIONS METAL tape: 25 Hz— 19 kHz 23 0B
CrO tape: I0OMz-17 kMz =308
LH A0OMHZ-I8KHz =308
Type: 4-track, 2-channel. stereo : More than 65 0B (1 kH2)
Heads. Record/pieybect: F-shoy f”.&"=n - .
Erase Double ferrite icrophone : 03SmV/10kD2
Motors m‘OuwwukPuDCmm Line: 70 m":mn)l
: DC mol
Wow and fluttes Less than 0.04% wrms . 77 T . .
Fast torward /Rewind time Approx: 85 sec [C-80) Line: mi’]‘:‘ VR max, load impedance
Overall S/N ratio More than 67 a8 (DOLBY NR switch at ON) Headphone 1.2 mV lload impedance
ORETAL Y 1o 26 Mz—21 kMz 4.3 4B d e dn
2= * Power 2 AC 120V, 60
Er& tape: gnz-ﬁmig: oty or 2007220 223\/ 50/60 Mz
M. tape: 2~ Power consumption: 25W
mum -85d8 (1 kMz) Dimensions (W x H x D), weight: 434 x 117 %300 (mm), 7.0 kg
Microphone 035mV/10k N1
o‘l'.mo TOmV/S0k ) —
tout /
Line: 775 mV lload impedance RC-55 Remote Control Unit
10k
Headphone 1.2 mV (oad impedance (optlonal)
BN-2kN)
Power supply AC 120V, B0 Mz or
200/220/240 V, 50/60 Hz
Power consumption

Dimensions (W » H « D). weignht:

25w
434 x 117 x300 (mm), 70 kg



DP-60L “DENON Quartz” Auto Lift D.D. Turntable.

® Low mass straight tonearm provides superb tonal quality with

improved trackability. ® Replaceable with attached S-shaped type

tonearm. ® Turntable motor controlied by DENON's magnetic speed

detection and quartz-controlled phase-locked servo control system

s { accuracy and stability. ® Tonearm is automatically lifted at the
d of the record by an angular-control motor

SPECIFICATIONS
Drive system: Direct drive by AC servo motor
Servo control with frequency detection
Speed: 33-1/3 rpm. 45 rpm.
m-m Less than 0.002%
3 Less than 0 015% wrns
Rumbie: Less than ~78 0B (DIN-B)
Tumtable platter Aluminum alloy diecast 300mm
Tonearm type: Straight ang S-shaped type ~ampatible with
automatic armiift
Effective length: 244 mm
. 14 mm
Stylus force r - 0—25 g (0.1 g direct reading) B
Acceptable nm of cartridge: 12— lacg unc\guqu shell) -  \o
Power supply, Power consumption: AC 120V 60 Hz \\
or AC 220r230:240V 5080 Mz 15W A\
entions: 485 (W) = 180 (M) * 410 (D) mm -~
aht: 13 kg N
N

DP-33F “DENON Quartz" Fully Automatic D.D.. <"
Turntable.

® Electronic servo-controlled tonearm automatically functions
without affecting performance whatsoever. ® Newly developed servo
lifter minimizes impact on stylus when lowering onto or lifting from
the disc. ® Highly accurate speed detection with exclusive magnetic
recorded system with quartz-lock. ® Convenient front panel controls
permits operation with dust cover closed

SPECIFICATIONS
3 Direct drive by AC servo mator

Drive system:

Speed control: Servo control with frequency detection
Soeed: 3313 rpm. 45 rpm

Less than 0.002%

Less than 0.015% wrms

Less than -78 dB (DIN-B)

Aluminum alloy diecast 300 mm cam

Tonearm type: Static balance S-shaped

Effective length: 220 mm

Overhang: 16 mm

Stylus force r ; 025 g (0.1 g direct reading)

m 1521 g (including shell]
Power supply, Power R AC 120V 60 M2
or AC 220r230/240V S0/80 Hz 15W

Dimensions: 450 (W) x 140 (H) x 403 (D) mm

Weight: 10 kg

DP-55K “DENON Quartz” Armless D.D. Turntable.

e Ultra-high quality turntable featuring quartz phase-locked

control plus DENON's highly precise magnetic detection system for
speed accuracy smooth sure electronic brake system. ® Furnished
with a newly designed base for maximum isolation from unwanted
vibrations

Specificati
Drive system: Direct drive by AC servo motor
Speed control: Servo control with frequency detection
§ 33-1/3 rpm. 45 rpm
Wow/flutter: Less than 0.015% wrms
Rumble: Less than - 78 dB (DIN-B)
Turntable platter: Alluminum alloy diecast 300mm dam
Power supply power consumption AC 120V 80Hz 15W
Dimensions: 510 (W) x 185 (H) x 425 (D) mm
Wesght 13xg
\C
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DP-30LS “Auto Lift” D.D. Turntable.

® Smooth arm lifter with angular control motor. ® Easy-to-use front
panel controls. ® New material for the base prevents acoustic feed
back. ® Statically balanced S-shaped tonearm. (black). ® Auto lift
mechanism with non-contact record end sensor.

SPECIFICATIONS

Drive system: Direct drive by AC servo motor

Speed controt: Sorvo control with frequency detection

: 3313 rpm. 45 rpm

Less than 0.018% wrms

Rumbile: Less than - 78 dB (DIN-B}

Tumtable platter: Aluminum alloy diecast 300 mm

Tonearm type: Sm-% balance S-shaped with automatic
armis

Effactive length: 220 mm

16 mm

Stytus force . 025 g {0.1 g direct reading)
Acceptable m of clmiﬂﬁ::" 5—10 g (for head shell provided)
Power supply, Power consumption: AC 120V 60 Hz

or AC 220230v240V 5060 Mz 15W
Dimensions: 450 (W) = 140 (H) = 403 (D) mm

Weight. 95 xg



DP-80 “DENON Quartz” Split Platter Construction
D.D. Turntable

® DENON quartz. ® Split platter construction eliminates external
vibrations, ® Smooth outrotor 3-phase AC servo motor creates
virtually no vibration. ® Pulse width modulation driving system
consumes very little power and offers improved S/N ratio.

SPECIFICATIONS

mmu
&ud Owhllon

Tumubb platter:

Direct arive by 3 phase AC serve motar
Frequency detection servo system phase
locked to a quartz crystal oscillation
3313 rpm pm

Less than 0.002%

Less than 0.015% wrms

Less than - 80 dB IDIN-8}

Newly developed double-Construction Plat
ter aluminum alloy diecast 308 mm dia
AC 100V S0 Hz 8w

Power supply, Power consumption:
Weight: 376 diam. 140 (H) mm, 10 kg

Dimentions,

DP-75 “DENON Quartz” Split Platter Construction
D.D. Turntable

® Newly introduced split platter construction turntable perfectly
isolates external vibration and speaker pressure. ® Wow and flutter
less than 0.015% and S/N ratio greater than 80 dB achieved by

DENON's magnetic speed detection and quartz controlled phase- \\‘

locked servo control system. ® Turntable mat designed with the.
of laser holographic analysis. -

. .~
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SPECIFICATIONS

Drive system;

Jirect drive servo sysiem
control: Frequency detecton senvo system phase

locked 10 a quanz cryslal oscillation

3313 rpm. 45 rpm.

Lass than 0.002%

Less than 0.015% wrms

Less than —80 dB /DIN-B)

Double construction platter aluminum alloy
diecast 308 mm dia

Power supply, Powsr consumption: AC 120200v220/240 V 5060 M2 15W
Dimensions: 376 a2 140 (M) mm

Weight: 10 kg

HA-1000 MC Head Amplifier “142 dB Dynamic
Range”.
® Independent power supply eliminates the possibility of noise

through external inductive magnetic field. ® Input signal-to-noise
level —157 dB (V). ® 142 dB dynamic range.

w:mvlallon'
QOr. '

Rumbie
Turntable platter:

-9 5’_7‘—‘ {

SPECIFICAT!ONS
nput Impedance:

Vomoo gain:

Output voltage

Input noise lmi (llAA EQ «+IHF "A™x
Frequency response:

Harmonic distortion (20 Hz—20 kHz):
Intermodulation distortion (80 Hz/7 kHz: &1y
Crosstalk (1 kM2

High cut filter:

Power supply:

Power consumption:
Dimensions Amp:
Power

Weight Amp:
Power

1009
32 aBi24 dBMM (pass)
3V rms

157 dB/V rms {input short)
BMz-600xkHz +0dB -1 dB
Less than 0.008% 0.3V)
Less than 0.008% {0.3V)
Less than -70 dB
100 kHz -6 dBloct
AC 120 V 60 H2
of AC 2200240V 5000 Hz
12w
125 (W) = 68 (H) » 282 (D) mm
107 (W) = 85 (H} x 141 (D) mm
18 kg
14 kg

HA-500 MC Head Amplifier “—157 dB Input

Signal-to-Noise Level”.

a

® Advanced circuit technology virtually eliminates T.IM. ® The
unbelievable S/N ratio is the result of using a super-low-noise

transistor for the first stage. ® The

amazing dynamic range of

141 dB is accomplished by using class A operation circuit in the

final stage

SPECIFICATIONS

;wl Imo:::neo:

Mclimula output voltage:

Input noise level: 1RIAA EO + IHF “A™x
Frequency response:

Harmonic ﬂ!om?n (20 Hz—20 kHzx

100Q
24 480 d8I32 0B
Better than 25Vims

157 dB/Vrms (input short
10 Hz600 kMHz + 0, -1 0B at 24 0B
10 Hz—600 kHz +0, -3 dB at 32 dB
Less than 0.008% (output at 0.3V)

Less than 0.008% (output at 0.3V)
Lass than -70 d8

AC 120V60 Mz

or AC 220:240V 560 Hz

12w

126 (W) x 71 (M) x 306 (D) mm
22kg

AU-340 MC step-up Transformer “High
Performance Super Permalloy Core”.

® Wide band range and minimum distortion are made possible by
using a high performance super permalloy core. ® Independent

multi-shield for right/left channels.

gﬂup—un lmh - |Dt600! 1:33 (32)

mary impedance:

Secondary impedance: 4 kQ

Frequency 10 Hz—120 kHz (+ 0.5, 1.0 dB)
Distortion: 0.05% (20 Hz—20 kMz, 400)
Channel balance: 05 ¢B or less

Dimensions: 155 (W) = 70 (H) = 215 (D} mm
Waight: 21%g

AU-320 MC Step-up Transformer ‘High S/N Ratio”.

® High performance model designed to extract excellent
performance from a wide variety of MC cartridge. ® Two types of
input impedances, plus two pairs of inputs.

Step-up ratio: 110 (at 400 4 k)
Sce s‘con‘mpodmu R, 09
ry impedance: 4 kQ
f R 2. requency responses: 10 Hz—100 kHz [+1 dB)
&&= .. _ Phlu characteristics: 20 Hz—50 kHz (10" or less)
Dimensions. 7 (W) = 65 (H) x 155 () mm
Weight: 800 g

AU-310 MC Step-up Transformer.

e Excellent phase, distortion and crosstalk characteristics,
extremely flat and wide frequency response. ® High S/N ratio
achieved through the use of double-shielding

:nwup ratio: 1:10

imary impedance: 400

SoconZwy impedance: 4 k9

Froquency response: 20 Hz—d40 kMz (+1 d8)
Load impedance: 50 kQ or mon

Dimensions: 51 (W) = 53 |H) = 181 |D} mm
Woight- 650 g




DL-305 Lightest Amorphous Boron Cantilever MC
‘ype Phono Cartridge

Ensuring excellent acoustic characteristics by newly developed
1orphous boron pipe cantilever with light weight vibration system.
Obtainning a flat frequency response over a wide range and

nds to frequencies as high as 75 kHz.
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SPECIFICATIONS
Maving coil type
Outpuhtoluge 0.2 mV {1 kMz 50 mm/sec)
Y response: 20H2—-78 kHz
Output impedance: 40 () (20 Hz—20 kH2)
Load impedance Mare than 100
Channel separation: Over 2848 (1 kHz)
Channel sensitivity difference: 1 0B or Less |1 kH2)
Stylus tip: Special elliptical tip stylus (005 x0.1 mm}
Dynamic compliance: 14 x 10 *cm/dyne 1100 Hz)
Static comphance: 35 x 10" *cm/dyne
Stylus force 12g+02¢9
: 58¢g

DL-303 Lightest Vibrahon System MC T Phono
Cartridge. . e

L) surprising improvement in the tracking ability was madee
possible by precise constraction of the DL-303's ultra-light vibration
system and by the lightest effective tip mass of 0.18mg
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SPECIFICATIONS

Type: Moving coll type

Output . 0.2 mV (1 kHz SO mm/sec|
F response: 20 Hz—70 kHz

Output Impedance 40 Q (20 Hz—20 kH2)
Load More than 100 Q

Channel separation: Over 28 dB (1 kH2)
Channel sensitivity ditference: 1 dB or Less {1 kMz)

Stylus tip: Special elliptical tip stylus 0.05 * 0.1 mm)
Dynamic complinnce: 13 = 10 ervdyne (100 Hz)
Static compliance: 35 = 10 cidyne

Stylus force: 129 202¢g

Waight: 58¢g

DL-301 High Performance MC Type Phono
Cartridge.

e DENON's unique sophisticated vibration system permits excellent
trackability over a wide frequency range. ® A special elliptical solid
diamond stylus (0.07mm x 0.14mm). ® Further improves channel
separation.

SPECIFICATIONS

Itage 03 - (couﬂl vosoo )

3 mvV {1 kHz mm/sec
ky 20 Hz—60 kHz

Outpul impedance: 40 @ (20 Hz—20 kHz)
Load impedance: More than 100 @
Channel separation: ovar 28 dB (1 kM2)
Channel sensitivity difference: 1dB or Less (1 kH2)
Stylus tip: Special elptical tip stylus (0.14 <007 mm!
Dynamic compliance: 13 x 10 crmédyne |1 00 M2)
Static compl 35 = 10 crvayne
Stylus force: 14g+02¢g
Waight: argq

DL-103D “High Trackability” MC Type Phono
Cartridge.

@ The top of the line in the DL-103 series. ® Employs a 0.1mm

special stylus tip with a tapered and double construction cantilever.
@ High trackability that can reproduce flat response up to 65 kMHz,

L
S

SPECIFICATIONS
&:n Mowing coil type

voltage 0.25mV (1 xHz 50 mmisec)
Frequency response: 20 Mz 65 kHz
Output imped: (20 Hz—20 kHz)
Load impedance: More than 100Q
Channel separation: Over 28 dB |1 kHz)
Channel nmmmy ditference: Less than 1 ¢B (1 kM2)
Stylus tip: 0.1 mm specul elliptical solid diamond
Stylus force: 15g =0

ance: 12 x lO'cm’dynt {100 Hz)

75¢

DL-103S High Performance MC Type Phono
Cartridge.
® Retaining the construction of the DL-103, the DL-103S's vibration

system is much lighter, and high trackability is possible with higher
compliance at lighter stylus force. ® Flat response up to 60 kHz.
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CSPECIFICATIONS
e USRS ST meanc
O m
Frequency response: 20 Hz—60 kHz
Output impedance: 400 (20 Hz—20 kH2)
Load impedance: More than 1002
Channel separation: Over 25 dB (1 kM2)
Channel sensitivity difference: 1 dB or less (1 kHZ)
Stylus tip: Special oll-pt-cal tip stylus
Stylus force 1.8 +03
6; 10 cmlayne (100 HZ)
" 789

DL-103, DL-103/T MC Type Phono Cortridge. .

® The basic model of DL-103 series which was specifically
designed for professional use, ® Moving coil type cartridge design
for the ultimate tone quality. ® This highly respected model has been
the standard for playback of phono records over the past 15 years
by broadcasting and business. ® DL-103/T is furnished with its own
wide band transformer which can extract the DL-103 full potential,
potential,

SPECIFICATIONS
5 EETRP 04138 e
B 3 m mmsec,
ey e Bie,,
ance: { 2— 7}
Load More than 100Q
Channel separation: Over 25 dB (1 kH2)
Channel sensitivity difference: 1 dB or less (1 kHz)
Stylus tip: 0.65 mil round stylus
Stylus force: 252039
lance: 5 x 10 cridyne {100 Hz)
Weight: 85¢
E?."‘“%":“" 110
up ra -
p ; a0
ry impedance: 4
Frequency response: 20 Hz—40 kHz {=1 d8)}
Load Impuhm 50 kQ or more
Dimenslons 51 (W) = 38 (M) * 115 (D) mm
Weight: 3009



DA-401 Light Weight Low Effective M

e Light weight tonearm—effective mass 7.5g @
mechanism

ass Tonearm DA-307 Dynamically Damped Tonearm

Dynamic damping ® Non-contact magnetic control anti-skating device ® Dynamic

damping mechanism

SPECIFICATIONS SPECIFICATIONS
Type: S-shaped, static balance type with Type: Static balance type with dynamically
dynamically damped system gamped system
Overall length: 322 mm Overall length: 322 mm (max.)
Effective length: 244 mm Etfective length: 244 mm
Effective mass: 759 Overhang: 14 mm
Overhang: 14 mm Mimn':o height: 4270 mm (between arm board surface
Tracking error: 25" (max) and arm pipe central line)
Stylus force: 0—2 g (with graduations in increment of Tracking error: 25" (max.)
0.1¢) Stylus force: 025 g direct reading (Vernier dial type)
Head shell (exclusive typek Migh rigid shell, 2 pcs Acceptable cartridge weight: 5-10¢g
H t adjustment range: 42—70 mm Head shell Die-casted magnesium alloy (6 g)
Cueing device: Oil-damping type Inside force canceller: Magnetic control type
Anti-skating device: Non.contact magnetic control type (with Cueing: Ol gamped
release mechanism) Output cord: Low capacitance cord with 5P connector

Acceptabie cartridge weight: 4—10 ¢

stylus force: 2 g or

DK-300 Universal Turntable Base

Extra heavy weight base excellent for eliminating feedback
and resonances

less

DK-110 Universal Turntable Base

Heavy weight base for reducing the acoustic feedback and

AD-3 Record Weight

Dimensions: 384 « 22(Himm

Dimensions: 555(W) « 183(H) « 453(D)mm SONenES. < SO0 18398 * 483N Weight: 145g
Weight: 14kg Weight: 10xg
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AH-9 Open Type Stereo AH-7 Open Type Stereo AH-5 Open Type Stereo
ARC-75 Interior Center Rack  Headphone Headphone Headphone
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SPECIFICATIONS
Type Open earcup cesign Open earcup design Open earcup desgn
dynamic siereo dynamic stereo dynamaC stereo
o neadphone headphone headphone
-’ Impedance 600 N s n azn
Sensitivity 103 dB/mW 100 oB/mW 102 dB/mW
Max input 100 mW 100 mW 100 mW
Dime : BOOIW) x 1104{H) Frequenc
m.o'-‘:m(DY mm r: - 20M2-22,000 Mz 20-22 000 Hz 20 H2-22.000 Hz
Weight: 34 kg Weight 100 g (without cord) 100 g (without cord) 50 g Iwithout cord)

PCL-7 Magnesium Alloy Head
Shell

Weight: 85¢g

PCL-5 Magnesium Alloy Diecast
Head Shell

Weight: 6g

PCL-4 Aluminum Alloy Head Shell
Weight: Bg

All specifications are subject to change for improvement without prior notice
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